
C-25 | SL-24
HEAT COVERAGE AREA: 2.5M X 2.5M

MOUNTING HEIGHT: 2.1M TO 2.7M

C-25 LENGTH: 0.99M | 2.5KW
SL-24 LENGTH: 1.10M | 2.4KW

C-30 | SL-30
HEAT COVERAGE AREA: 3.0M X 3.0M

MOUNTING HEIGHT: 2.1M TO 2.7M

C-30 LENGTH: 1.56M | 3.0KW
SL-30 LENGTH: 1.62M | 3.0KW

C-40 | SL-40
HEAT COVERAGE AREA: 3.5M X 3.5M

MOUNTING HEIGHT: 2.4M TO 3.4M

C-40 LENGTH: 1.56M | 4.0KW
SL-40 LENGTH: 1.62M | 4.0KW

CD-40
HEAT COVERAGE AREA: 3.0M X 3.8M

MOUNTING HEIGHT: 2.4M TO 3.7M

CD-40 LENGTH: 0.99M | 4.0KW

CD-50
HEAT COVERAGE AREA: 3.0M X 4.0M

MOUNTING HEIGHT: 2.4M TO 3.7M

CD-50 LENGTH: 0.99M | 5.0KW

CD-60
HEAT COVERAGE AREA: 4.0M X 4.0M

MOUNTING HEIGHT: 3.0M TO 4.3M

CD-60 LENGTH: 1.56M | 6.0KW

C = C-SERIES SINGLE ELEMENT HEATERS — WIDTH: 20.3cm
CD = CD-SERIES DUAL ELEMENT HEATERS — WIDTH: 20.3cm
SL = SLIMLINE SINGLE ELEMENT HEATERS — WIDTH: 12.1cm

NOTE: Well-protected environments will generally exceed average coverage. 
Heaters may provide less than average coverage in extremely cold or windy conditions.

Measure the dimensions and mounting heights 
of the area you want to heat.

Select the heater(s) that will work both functionally 
and aesthetically for your space. Consider heater 
size, quantity, colour and mounting system.

Choose the control option that works best for 
your space, needs and budget.
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choosing your Infratech system.




